Defne Led Sth Uygulama Alanlari Ornek Uygulamalar

X Applicaiton Areas Applications
Spotlight

Egitim,Saglik ve Spor Merkezleri
Education, Health & Sport Center
Ofis ve Calisma Alanlari

Office and Working Areas

AVM ve Showroom

Shopping Malls and Showrooms
Zincir Magaza ve Marketler
Retail Stores & Markets

Benzin istasyonlari

Petrol Stations

Teknik Ozellikler/Technicial Specifications

Opsiyonlar/Options

Uriin Ad DEFNE Armatur Gucu 14,7W — .

Product Name Luminaire Power » Sensoér, dimleme / Sensor, dimming

Led Mid Power Armatur Lumeni 1.881 Im * 1-10V, DALI otomasyon / 1-10V, DALI automation

ted i Armature Lumen » 1-3 Saat Acil Kit / 1-3 Hour Emergency Kit

Led Liimeni 2163 Im Armatar Verimliligi = 155 v

Led Lumen ' Luminaire Efficiency T e 2R c =

: eknik Cizim/Technical Drawin

CCT Isik Rengi 3000K - 4000K Isik Agisi 12-24-36° c / 8

CCT Light Color 5000K - 6500K Light Angle N

Girig Gerilimi 220-240 Vac Diflizor Opal Difiizér PMMA 4

Input Voltage Diffuser Opal Diffuser PMMA

Govde Aliminyum Ekstrizyon = |IP Koruma IP-44

Body Aluminium Extrusion IP Protection B

Govde Rengi Ral 9005-9016 Toz Boya Power Factor(PF) - — +— ——

Body Color Ral 9005-9016 Powder Paint  Power Factor (PF) '

callsma Slcakllgl _40C - +55 C %Ops;yc:nelTazarlane:bilirl) Urun bmrﬁ 60000 Saat /

Operating temperature (Ganvecesmedz=pi® product Lifetime 60.000 Hours _\

Olgiiler (mm) 100X90 mm Agirlik 0,450 Kg _/_

Dimensions (mm) Weight

@100mm 90mm

-Ekonomik ilk yatirrm maliyeti -Economical investment cost
-IP44-1P54 koruma sinifi -High quality aluminium injection housing and frame .o .
-LM80 ve TM21 standardina gére 60.000 saat tizeri 5mir -Excellent cooling performance at every point D|ger SecenEkler/Other Ophons
-Yiksek kaliteli aliminyum enjeksiyon kasa ve gerceve -Different diffuser options for higher ceilings
-Her noktada kusursuz s?éutnw_a.. ) —EI.ectrosta.tic powd_er coating . . Armatiir Giicii| Led Liimeni | Armatiir Limeni | Armatiir Verimi |  Slciiler Koli Adedi Agirlik KG
-Kamasmayi engelleyen 6zel diftizér -High quality electrical and mechanical connection parts R o | e o Armature Lumen | Fixture Efficiency Dimensions Package Quantity Weight KG
-Yiksek tavan uygulamalari igin farkl difizor secenekleri -Special diffuser for glare control
-3-step Mac Adam tolerans degerlerinde renk sicakhigi tutarliigi  -Lighting grade PMMA or PS diffuser for glare control 4 8W 402 Im 350 Im 73 Im/W 100X90mm 1 0,250
-Farkh renk segenekleri -Different color temperature options (3000K- 4000K - 6500K)
-Yiiksek kalite elektrik ve mekanik baglant parcalari -Color temperature consistency within 3-step Mac Adam 14W 2.163 Im 1.881 Im 128 Im/W 100X90mm 1 0,450
-EN 60598-1 standartlarina ve ilgili alt standartlara gore dl¢iimler -Measurements according to EN 60598-1 and related sub standards
-IESNA-LM-79-08 standardina gore fotometrik dlgiimler -Photometric measurements according to IESNA-LM-79-08 standard

ISO

9001:2015

YIL |1ipad | ips4 c €
ENERJjI LTI i GARANTI! 14001:2004
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